-RPIXELS
WIFI KITS L SERIES

PLS+

Uluno1 4

WA~

ADBQ 2 Mp

FuII HD

Specification
Video
CCD/CMOS 1/2.9" CMOS
Image Sensor Ankai AK3919-V300
Horizontal Resolution 2Megapixel
Effective Pixels 1920(H)x1080(V)
Sync System Internal
Usable lllumination Color:0.01Lux@(F1.2,AGC ON),0 Lux with IR
S/N Ratio 248dB(AGC Off)
Lens
Focal Length 4mm
Lens Type fixed lens
OPERATIONAL
DAY & NIGHT Auto
ICR YES
2DNR/3DNR YES
White Balance Auto
Electronic Shutter Speed 1/25s~1/45,000s
BLC Auto
Gain Control Auto
LED ¢ 5 36PCS
IR Status Under 10 Lux By CDS
IR Power On CDS Auto Control
IR Distance 20M
Power Consumption <3W
Power Supply DC12V £10%
MECHANICAL
Weatherproof Housing IP66

Color/Material

Ivory/aluminium alloy

Cut-proof Bracket

YES

Operation Temperature

under 10°C ~ +50°c RH95% Max

Storage Temperature

under 20°C ~ +60°Cc RH95% Max
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